
 

Polarizing Microscope >> YJ-2005 >> YJ-2005BP 

 

 

 

 

 

 

 

45mm DIN Achromatic  

Objective：4X，10X，40X(S)，100X(S, Oil) 

Wide Field Plane-Scope Eyepiece：WF10X； 

Total Magnification：40X-1000X 

Articulated Free Binocular Head，Interpupillary 

Distance：55-75mm；30º Inclined，360º Rotatable 

Revoving Round Stage:Ø160mm;  

360ºRotatable and Graduated 1ºIncrements,Minimum  

Resolution 6’; 

Ø2-Ø30mm Iris Diaphragm And Ø32 Filter; ABBE 

Condenser:N.A.1.25; 

Coaxial Coarse And Fine Focusing Adjustable; 

Mechanism:14mm,Precision:0.01mm;  

Rotatable Analyzer with Graduation 0º-90º,Sliding out of  

Optical Path; 

Optical Compensator:λSlip(first class red),1/4λSlip; 

Polarize: On the light collector, 360º Rotatable;   

Built-in Adjustable Brightness LED Lamp 1W.  

 

 

 

 

 

 

 



Polarizing Microscope >> YJ-2009 >> YJ-2009  

 

 

45mm Strain Free Achromatic Objective: 4X, 10X, 40X, 63X (or  

Infinity System Strain free Plane-scope Achromatic Objective 

5X, 10X, 40X); 

Wide Field Plane-Scope Eyepiece WF10X/18 with scale of  

Crosshair and 0.1mm and Wide Field Plane-Scope Eyepiece  

WF10X/18; 

Total Magnification: 40X-630(or 50-400X); 

Articulated Free TrinocularHead, Interpupillary Distance: 55- 

75mm; 

30º Inclined, 360º Rotatable; 

The Adjustable Height range of the vertical Tube: 30mm; 

Revoving Round Stage: Ø160mm.360ºRotatable and Graduated  

1ºIncrements, Minimum Resolution 6’When Using Venire Scale  

Center Adjustable; 

Ø2-Ø30mm Iris Diaphragm and Ø32 Filter; Coaxial Coarse And 

Fine Focusing Adjustable; 

ABBE Condenser: N.A.1.25; 

Coaxial Coarse And Fine Focusing Adjustable 

Mechanism: 35mm, Precision: 0.002mm; 

Rotatable Analyzer with Graduation 0º-90º, sliding out of  

Optical Path; 

Bertrand Lens, Sliding out of Optical Path; 

Optical Compensator:λSlip(first class red),1/4λSlip,Quartz 

Wedge Polarize: Under the Stage, 0ºAdjustable 360º Rotatable; 

Built-in Adjustable Brightness Halogen Lamp 6V/20W (or  

3.5V/1W LED Lamp) and Kohlar Illumination System; 

 

 

 

 
 
 



 
 
 
 
 

XP-156(F) Polarization Microscope (IOS: Infinity optical system) 
 

 

XP-156 Transmitted Polarization Microscope   (IOS) 
 

 

 



 

 

Items Specification XP-156 XP-156F1 XP-156F2 

Eyepiece 

WF 10X-18mm   ●  ●  

WF 10X-18 mm (Reticule 0.1mm)   ●  ●  
WF 10X-20mm ●      

WF 10X-20 mm (Reticule 0.1mm) ●      

Non-stress  
Infinity 
Plan Objective 

4× ●  ●  ●  

10× ●  ●  ●  
20× (S) ●  ●  ●  

40× (S) ●  ●  ●  

60× (S)  ○  ○  ●  
Seidentopf Binocular 
Head 

Inclined 30°, Rotatable 360°, 
Interpupilary Distance:  50-75mm. ●  ●  ●  

Trinocular Head 
Inclined 30°, Rotatable 360°, 
Interpupilary Distance:  50-75mm. 
Light Distribution: 0:100 

○  ○  ○  

Nosepiece Quintuple ●  ●  ●  

Polarizing Unit Rotatable 360°(Module Type, Can Be Locked) ●  ●  ●  
Bertrand Lens Inbuilt, Center Adjustable ●  ●  ●  

λ Slip First Class Red ●  ●  ●  

1/4λSlip   ●  ●  ●  

Quartz Wedge (Ⅰ-Ⅳ Class) ●  ●  ●  

Revolving Round Stage Rotatable 360°, Center Adjustable, Division 1°, Vernier 
division 6’ ●  ●  ●  

Polarizing Attached Stage   ○  ○  ○  

Condenser Abbe N.A. 1.25      Non-stress  ●     ●  

Polarizing Unit with Scale  Rotatable 360°, Can Be Locked ●  ●  ●  

Koehler Illumination 
6V/20W Halogen Lamp ●     ●  
6V/30W Halogen Lamp      ○ 

2 A Fuse  Spare: 1 pc ●     ●  

Filter 

Blue,  ●     ●  

Amber  ○    ○  
Green ○    ○  

Neutral  ○    ○  

C-mount 1×,  0.57X （Focus adjustable）  ○  ○  ○  

Adaptor for Digital Camera ○  ○  ○  

Reflecting Polarizing Unit  

Halogen Lamp House 12V/50W    ●  ●  

Power House    ●  ●  

Diaphragm Choosing Slide    ●  ●  

Polarizer Choosing Slide    ● ● 
 
 



 
 

  
 

XP-501  Polarization Microscope  
 

XP-501B                                                                        XP-501T 

                                      
 

                       Specification      Model 
XP-501B XP-501T 

 
Viewing head  

Sliding Binocular Head. Inclined at 45 ° ( 52mm -74mm )  ●   
Sliding Trinocular Head. Inclined at 3 0 ° ( 52mm -74mm )    ● 

Eyepiece  
WF10 × /18mm  ● ● 
10 × gridding eyepiece  ● ● 
10 × with reticule  ● ● 

 
Objective Achromatic objective: 4 × ,10 × ,25 × , 40 × (S),63 × (S)  ● ● 

 
Stage  

Round revolving stage  
● ● Stage dia: Φ 160mm  

Rotatable: 360 °  
Condenser  Swing type N.A1.25 Abbe condenser with iris diaphragm & filter  ● ● 

Focusing  Coaxial coarse&fine focusing adjustment with rack and pinion 
mechanism Fine focusing scale Value  0.002mm  ● ● 

Collector  High brightness light collector  ● ● 
 
Light source  

Halogen tungsten bulb 6V/30W.AC 85V-230V  
● ● 

Adjustable brightness  

Optional 
Accessory  

WF16X 、 WF20X 、 P16X 、 

3.0 or 1.30 Mega pixels CMOS Digital Eyepieces  
●”standard outfit.   ” ○”optional parts.  
    

 

 

 

 

 



 

MP720-2 polarizing microscope with transmitted and reflected illumination 

 

Description   

MP720-2 Polarizing Microscope Outfits: 

Items Specification MP720-2

Eyepiece 
WF 10X-18mm ●  

WF 10X-18 mm (Reticule 0.1mm) ●  

Non-stress  
Infinity 
Plan Objective 

4× ●  

10× ●  

20× (S) ●  

40× (S) ●  

60× (S)  ●  

Seidentopf Binocular Head Inclined 30°, Rotatable 360°, 
Interpupilary Distance: 50-75mm. ●  



Trinocular Head 
Inclined 30°, Rotatable 360°, 
Interpupilary Distance: 50-75mm. 
Light Distribution: 0:100 

○  

Nosepiece Quintuple ●  

Polarizing Unit Rotatable 360°(Module Type, Can Be Locked) ●  

Bertrand Lens Inbuilt, Center Adjustable ●  

λSlip First Class Red ●  

1/4λSlip  ●  

Quartz Wedge (Ⅰ-Ⅳ Class) ●  

Revolving Round Stage Rotatable 360°, Center Adjustable, Division 1°, Vernier division 6’ ●  

Polarizing Attached Mechanical Stage ○  

Condenser Abbe N.A. 1.25 Non-stress  ●  

Polarizing Unit with Scale  Rotatable 360°, 
Can Be Locked ●  

Koehler Illumination 
6V/20W Halogen Lamp ●  

6V/30W Halogen Lamp ○  

2 A Fuse  Spare: 1 pc ●  

Filter 

Blue,  ●  

Amber  ○  

Green ○  

Neutral  ○  

C-mount 0.57×(Focus Adjustable), 1×  ○  

Adaptor for Digital Camera ○  

Reflecting Polarizing Unit  

Halogen Lamp House 12V/50W  ●  

Power House  ●  

Diaphragm Choosing Slide  ●  

Polarizer Choosing Slide  ●  

Note: “●”In Table Is Standard Attachment. “○” Is Optional Accessories 
Packing Size: 750mm X 360mm X 450mm 
Gross Weight: 16 kgs Net Weight: 12.5 kgs 
 

 

 

 

 

 

 

 

 

 



 

 

 

MP720 Polarizing Microscope with transmitted illumination 

 

Description   

MP720 Polarizing Microscope Outfits: 

Items Specification MP720 

Eyepiece 

WF 10X-18mm   

WF 10X-18 mm (Reticule 0.1mm)   

WF 10X-20mm ●  

WF 10X-20 mm (Reticule 0.1mm) ●  

Non-stress  
Infinity 
Plan Objective 

4× ●  

10× ●  



40× (S) ●  

60× (S)  ○  

Seidentopf Binocular Head Inclined 30°, Rotatable 360°, 
Interpupilary Distance: 50-75mm. ●  

Trinocular Head 
Inclined 30°, Rotatable 360°, 
Interpupilary Distance: 50-75mm. 
Light Distribution: 0:100 

○  

Nosepiece Quintuple ●  

Polarizing Unit Rotatable 360°(Module Type, Can Be Locked) ●  

Bertrand Lens Inbuilt, Center Adjustable ●  

λSlip First Class Red ●  

1/4λSlip   ●  

Quartz Wedge (Ⅰ-Ⅳ Class) ●  

Revolving Round Stage Rotatable 360°, Center Adjustable, Division 1°, Vernier 
division 6’ ●  

Polarizing Attached Stage   ○  

Condenser Abbe N.A. 1.25 Non-stress  ●  

Polarizing Unit with Scale  Rotatable 360°, 
Can Be Locked ●  

Koehler Illumination 6V/20W Halogen Lamp ●  

2 A Fuse  Spare: 1 pc ●  

Filter 

Blue,  ●  

Amber  ○  

Green ○  

Neutral  ○  

C-mount 1×， 0.57X （Focus adjustable）  ○  

Adaptor for Digital Camera ○  

Note: “●”In Table Is Standard Attachment. “○” Is Optional Accessories 
Packing Size: 565mm X 310mm X 410mm 
Gross Weight: 12.5 kgs Net Weight: 10 kgs 
 

 


